
 

Produkt Informationen

 WP 80 

 Bestellnummer : T0052918099

Silver Line Heating Technology

Soldering iron WP 80 (80 W, 24 V) with soldering tip LT B

- Soldering iron WP 80 with short tip-to-grip design.

- Comfortable safety rest with 4 step varying inclination

Technical data

Voltage (heater): 24 V

Heating output: 80 W

Heat-up time: approx 10 s 50°C - 350°C (120°F - 660°F)

Temperature range: 50°C - 450°C (120°F - 840°F)

Tip type: LT series

Connectable to:   

all power units from 80 W

Silver line Heating Technology

Effective heat transfer

Wide soldering tip range

Universal use

Approved heating technology with effective heat transfer. For all   purpose industri
al applications. A wide range of soldering tips are   available.

Powered by TCPDF (www.tcpdf.org)

page 1 / 1



X-ON Electronics
 
Largest Supplier of Electrical and Electronic Components
 
Click to view similar products for Soldering Irons category:
 
Click to view products by  Weller manufacturer:  
 
Other Similar products are found below :  

0052918099  918100-TE  PTTC-802  SFV-DRK30AR  SMTC-0167  SMTC-1121  SMTC-1169-PK  SMTC-588  SMTC-8170  AC-CK1  AC-

CK2  SSC-625A  SSC-626A  SSC-726A  SSC-774A  FG-BVX  STV-CH24A  PHT-753077  PTK7-B  RTW3MS  SCP-CH25  SMTC-101 

SMTC-113  SMTC-160-PK  SMTC-1BL250  SSC-645A  SSC-671A  SSC-713A  SSC-742A  SSC-745A  SSC-770A  SSC-772A  STTC-120 

STTC-513  STTC-545  STTC-547  TATC-609  T0054487399  T0054474199  T0054442699  T0054440899  SMTC-004  T0054441099 

T0054440699  T0054440499  PTTC-801B  RPS-1  SMTC-0124  SCV-CH24A  WMRPMS  

https://www.x-on.com.au/category/tools-supplies/prototyping-products/soldering/soldering-irons
https://www.x-on.com.au/manufacturer/weller
https://www.x-on.com.au/mpn/weller/0052918099
https://www.x-on.com.au/mpn/metcal/918100te
https://www.x-on.com.au/mpn/metcal/pttc802
https://www.x-on.com.au/mpn/metcal/sfvdrk30ar
https://www.x-on.com.au/mpn/metcal/smtc0167
https://www.x-on.com.au/mpn/metcal/smtc1121
https://www.x-on.com.au/mpn/metcal/smtc1169pk
https://www.x-on.com.au/mpn/metcal/smtc588
https://www.x-on.com.au/mpn/metcal/smtc8170
https://www.x-on.com.au/mpn/metcal/acck1
https://www.x-on.com.au/mpn/metcal/acck2
https://www.x-on.com.au/mpn/metcal/acck2
https://www.x-on.com.au/mpn/metcal/ssc625a
https://www.x-on.com.au/mpn/metcal/ssc626a
https://www.x-on.com.au/mpn/metcal/ssc726a
https://www.x-on.com.au/mpn/metcal/ssc774a
https://www.x-on.com.au/mpn/metcal/fgbvx
https://www.x-on.com.au/mpn/metcal/stvch24a
https://www.x-on.com.au/mpn/metcal/pht753077
https://www.x-on.com.au/mpn/weller/ptk7b
https://www.x-on.com.au/mpn/weller/rtw3ms
https://www.x-on.com.au/mpn/metcal/scpch25
https://www.x-on.com.au/mpn/metcal/smtc101
https://www.x-on.com.au/mpn/metcal/smtc113
https://www.x-on.com.au/mpn/metcal/smtc160pk
https://www.x-on.com.au/mpn/metcal/smtc1bl250
https://www.x-on.com.au/mpn/metcal/ssc645a
https://www.x-on.com.au/mpn/metcal/ssc671a
https://www.x-on.com.au/mpn/metcal/ssc713a
https://www.x-on.com.au/mpn/metcal/ssc742a
https://www.x-on.com.au/mpn/metcal/ssc745a
https://www.x-on.com.au/mpn/metcal/ssc770a
https://www.x-on.com.au/mpn/metcal/ssc772a
https://www.x-on.com.au/mpn/metcal/sttc120
https://www.x-on.com.au/mpn/metcal/sttc513
https://www.x-on.com.au/mpn/metcal/sttc545
https://www.x-on.com.au/mpn/metcal/sttc547
https://www.x-on.com.au/mpn/metcal/tatc609
https://www.x-on.com.au/mpn/apextoolgroup/t0054487399
https://www.x-on.com.au/mpn/apextoolgroup/t0054474199
https://www.x-on.com.au/mpn/apextoolgroup/t0054442699
https://www.x-on.com.au/mpn/apextoolgroup/t0054440899
https://www.x-on.com.au/mpn/metcal/smtc004
https://www.x-on.com.au/mpn/apextoolgroup/t0054441099
https://www.x-on.com.au/mpn/apextoolgroup/t0054440699
https://www.x-on.com.au/mpn/apextoolgroup/t0054440499
https://www.x-on.com.au/mpn/metcal/pttc801b
https://www.x-on.com.au/mpn/metcal/rps1
https://www.x-on.com.au/mpn/metcal/smtc0124
https://www.x-on.com.au/mpn/metcal/scvch24a
https://www.x-on.com.au/mpn/apextoolgroup/wmrpms

