## Fork-through-beam



## Electrical data:

Switching element function
Rat operrent (le)
Switching output
Operating frequency (f) supply current lo max. at Ue Rated operational voltage min.
Rated operational voltage max. Voltage drop Ud max. at le

## Mechanical data:

| Sensing face material | Glass |
| :--- | :--- |
| Housing material | Aluminium anodized |
| slot wide | 50 mm |
| Ambient temperature max | $60^{\circ} \mathrm{C}$ |
| Ambient temperature min | $-10^{\circ} \mathrm{C}$ |
| weight | MP160 g |

Housing material
slot wide
Ambient temperature max weight

NO/NC switchable
200 mA PNP
3000 Hz
35 mA
10 V
30 V
3 V

Glass
Aluminium anodized
50 mm
$60^{\circ} \mathrm{C}$
MP160 g

Optical data:
Emitter type
wave length of emitted Light permissable ambient light

## General data:

sensitivity adjustment Potentiometer: $0 . . .270^{\circ}$
Function indication
Degree of protection IP
Polarity reversal resistant

## Type



## www.balluff.com

## X-ON Electronics

Largest Supplier of Electrical and Electronic Components
Click to view similar products for balluff manufacturer:
Other Similar products are found below :
BES M08MI-PSC15B-S49G BES M08MI-PSC20B-BV02 BES M12MI-PSC40B-BV02 BES M18MI-PSC50B-BV02 BOS 18KF-PA-1PD-C02 BOS 18KF-PA-1QD-C-02 BOS 5K-PS-ID10-S75 BOS 5K-PS-RD11-S75 BOS 5K-PS-RH12-S49 BES M08EE-PSC15B-S04G-003 BES M08EE-PSC15B-S49G-003 BES M08EE-PSC20B-S04G-003 BES M08EH-PSC40F-S04G BES M08EH-PSC40F-S49G BES M08MH1-PSC15B-S04G BES M08MI-PSC15B-BV02 BES M12MD-PSC20B-BV02-003 BES M12MD-PSC80F-S04G BES M12MI-PSC20B-BV02 BES M30MI-PSC10B-S04G BLS-S5-5-G8-05 BOS 18KF-PA-1PD-S4-C BOS 18KF-PA-1PE-C-02 BOS 18KF-PA-1QD-S4-C BOS 18KF-PA-1RE-S4-C BOS 5K-PS-RR10-S49 Z/NUTS-12MM-SS-(12PACK) BCC W414-W415-W415-U2048-006 BCS M18B4N1-PSC80D-EP02 BCS M18BBH1-PSC15H-EP02 BCS M18BBG2-PSC15H-S04K BCS M18BBI3-PSC80D-S04K BCS M18B4G2-PSC15H-S04K BCS M30B4I1-PSC15D-EP02 BCS M30B4E1-PSC25H-EP02 BCS M30BBE2-PSC25H-S04K BCS M30BBI1-PSC15D-EP02 BCS M30BBE1-PSC25H-EP02 BCS M12BBG2-PSC40D-S04K BCS M12BBE2-PSC80H-S04K BCS M12BBG1-PSC80H-EP02 BES M18ME-PSC50B-S04G-003 BES 516-324-S49-C 10-30V D BES 516-357-S4-C BES 515-326-S4-C BES M18EI-PSC80B-S04G BES 516-347-SA2-03 BES G12EE1-PSY40F-S04G-L02 BOS 18KF-PA-1HA-S4-C BOS 18KF-PA-1XA-C-02

