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Product data sheet
Characteristics

NSYTBP342912T
PC box IP66 IK08 RAL7035
Int.H325W275D120 Ext.H341W291D128
Transp.cover H20

Main
Range Thalassa TBP
Device application Multi-purpose
Category Industrial box
Height 341 mm
Width 291 mm
Depth 128 mm
Internal height 325 mm
Internal width 275 mm
Internal depth 120 mm
Enclosure mounting Wall mounted
Device composition 4 x cover screw

1 x cover
1 x body

Body type One piece moulded
Type of front cover Low transparent cover
Cover fixing Plastic screws
Lock type Outside sealed area: flat screwdriver captive screw
Removable parts Cover, by captive screws

Complementary
Material Polycarbonate
Colour Transparent

Grey ( RAL 7035 )
Standards IEC 62208

UL 508 A
Product certifications DEMKO

SEMKO
TÜV
UL

IP degree of protection IP66conforming to NEMA 4.4X
IK degree of protection IK08conforming to IEC 62262
Fire resistance 960 °C
Ambient air temperature for storage -15...60 °C
Operating temperature -25...80 °C

Offer Sustainability
Sustainable offer status Not Green Premium product
RoHS (date code: YYWW) Compliant - since 0940 - Schneider Electric declaration of conformity
REACh Reference not containing SVHC above the threshold
Product end of life instructions Need no specific recycling operations



X-ON Electronics
 
Largest Supplier of Electrical and Electronic Components
 
Click to view similar products for schneider manufacturer:
 
Other Similar products are found below :  

LU9M1  7D  7S  7XA1  FNQR2  8501RS44V24  8501RSD14P14V51  8501XO20V03Y414  9001KXRK  9001SKR9P35RH25  9001SKT35L31

9003K2C003GA  9007AA1  9007BA1  9007C54D  9007C62A2  9007CA11  9007FA3  9007HA4  9007HA6  9007KA1  9007KB11 

9007MS01S0206  9007MS02S0300  9012GAR4  9012GAW2  9012GBW1  9012GDW5E3  9012GFW1  9012GNG1  9012GNG3  9012GNG6 

9013FHG39J69  9013GHG2J30  9050JCK2F30V14  GV2ME04  GV2ME10  GV2ME14  GV2ME20  GV2ME32  GV2P06  GV2P08  GV2P10 

GV2P16  GV2P20  GV2P21  GV2RT07  GV2RT21  GVAD1001  GVAN11  

https://www.x-on.com.au/manufacturer/schneider
https://www.x-on.com.au/mpn/schneider/lu9m1
https://www.x-on.com.au/mpn/schneider/7d
https://www.x-on.com.au/mpn/schneider/7s
https://www.x-on.com.au/mpn/schneider/7xa1
https://www.x-on.com.au/mpn/schneider/fnqr2
https://www.x-on.com.au/mpn/schneider/8501rs44v24
https://www.x-on.com.au/mpn/schneider/8501rsd14p14v51
https://www.x-on.com.au/mpn/schneider/8501xo20v03y414
https://www.x-on.com.au/mpn/schneider/9001kxrk
https://www.x-on.com.au/mpn/schneider/9001skr9p35rh25
https://www.x-on.com.au/mpn/schneider/9001skt35l31
https://www.x-on.com.au/mpn/schneider/9003k2c003ga
https://www.x-on.com.au/mpn/schneider/9007aa1
https://www.x-on.com.au/mpn/schneider/9007ba1
https://www.x-on.com.au/mpn/schneider/9007c54d
https://www.x-on.com.au/mpn/schneider/9007c62a2
https://www.x-on.com.au/mpn/schneider/9007ca11
https://www.x-on.com.au/mpn/schneider/9007fa3
https://www.x-on.com.au/mpn/schneider/9007ha4
https://www.x-on.com.au/mpn/schneider/9007ha6
https://www.x-on.com.au/mpn/schneider/9007ka1
https://www.x-on.com.au/mpn/schneider/9007kb11
https://www.x-on.com.au/mpn/schneider/9007ms01s0206
https://www.x-on.com.au/mpn/schneider/9007ms02s0300
https://www.x-on.com.au/mpn/schneider/9012gar4
https://www.x-on.com.au/mpn/schneider/9012gaw2
https://www.x-on.com.au/mpn/schneider/9012gbw1
https://www.x-on.com.au/mpn/schneider/9012gdw5e3
https://www.x-on.com.au/mpn/schneider/9012gfw1
https://www.x-on.com.au/mpn/schneider/9012gng1
https://www.x-on.com.au/mpn/schneider/9012gng3
https://www.x-on.com.au/mpn/schneider/9012gng6
https://www.x-on.com.au/mpn/schneider/9013fhg39j69
https://www.x-on.com.au/mpn/schneider/9013ghg2j30
https://www.x-on.com.au/mpn/schneider/9050jck2f30v14
https://www.x-on.com.au/mpn/schneider/gv2me04
https://www.x-on.com.au/mpn/schneider/gv2me10
https://www.x-on.com.au/mpn/schneider/gv2me14
https://www.x-on.com.au/mpn/schneider/gv2me20
https://www.x-on.com.au/mpn/schneider/gv2me32
https://www.x-on.com.au/mpn/schneider/gv2p06
https://www.x-on.com.au/mpn/schneider/gv2p08
https://www.x-on.com.au/mpn/schneider/gv2p10
https://www.x-on.com.au/mpn/schneider/gv2p16
https://www.x-on.com.au/mpn/schneider/gv2p20
https://www.x-on.com.au/mpn/schneider/gv2p21
https://www.x-on.com.au/mpn/schneider/gv2rt07
https://www.x-on.com.au/mpn/schneider/gv2rt21
https://www.x-on.com.au/mpn/schneider/gvad1001
https://www.x-on.com.au/mpn/schneider/gvan11

