WWEF Series Stackpole Electronics, Inc.
General Purpose and Pre_cision Fusing Wirewound Resistor
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e Fuses quickly under continuous overload of 15X rated power or greater
¢ High performance for low cost
e High power to size ratio
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Features:

High temperature silicone coating

RoHS compliant / lead-free

Bulk packaging available —

contact Stackpole for package quantities

Electrical Specifications

Dielectric Power Rating (Watts) o Ohmic Range (Q) and Tolerance
Type / Code Strength (V) @ 25°C TCR (ppm/°C) =
0
WWFH 500V 0.6W 0.1 - 80K
WWF1 500V 1.2W <10 = £90ppm/°C 0.1 - 40K
WWF1A 500V 1.5W 0.1 - 32K
WWF2 1000V 2.5W 0.1 - 19K
WWF2A 1000V 3.0W 0.1 - 16K
WWF3 1000V 3.7W 10 - 10Q = £50ppm/°C 0.1 - 13K
WWF3A 1000V 4.0W 0.1 - 12K
WWF4 1000V 5.0W 0.1 - 10K
WWF5 1000V 6.0W 0.1 - 8K
WWF7 1000V 8.5W >10Q = +20ppm/°C 0.1 - 6K
WWF7B 1000V 9.0W 0.1 - 5K
WWF10 1000V 13W 0.1 - 4K
Performance Characteristics
Test Results
Fuse Test @ 220 Vac Typically fuses in less than 1 second
Moisture Resistance 1% max
Load Life 1%
Temperature Cycling 0.5%
Short Time Overload 1%
120
Power Derating Curve:
100
g
)
o
B
© 60
04
G
R 40 Characteristic "V"
Characteristic "U" -55°C to +275°C Characteristic "U" |
Characteristic "V" -55°C to +350°C 20
25 75 125 175 225 275 325
Ambient Temperature °C
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WWEF Series Stackpole Electronics, Inc.
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Mechanical Specifications

Type / Code A B C (BuIE) 1) Unit

WWEH 0.312 + 0.062 0.11 + 0.031 0.025 + 0.002 1.500 typ. inches
7.92 + 1.57 2.79 + 0.79 0.62 + 0.05 38.10 typ. mm

WWET 0.375 t 0.062 0.11 £ 0.031 0.025 £ 0.002 1500 typ. | inches
9.53 + 1.57 2.79 + 0.79 0.64 + 0.05 38.10 typ. mm

WWE1A 0.42 + 0.062 0.11 £ 0.031 0.025 + 0.002 1.500 typ. inches
10.67 + 1.57 2.79 + 0.79 0.64 + 0.05 38.10 typ. mm

WWE2 0.37 £ 0.062 0.156 * 0.031 0.032 £ 0.002 1500 typ. |inches
9.40 + 1.57 3.96 + 0.79 0.81 + 0.05 38.10 typ. mm

WWF2A 0.55 + 0.062 0.156 + 0.031 0.032 + 0.002 1.500 typ. inches
13.97 + 1.57 3.96 £ 0.79 0.81 + 0.05 38.10 typ. mm

WWE3 0.56 * 0.062 0.187 * 0.031 0.032 £ 0.002 1.500 typ. |inches
14.22 + 1.57 4.75 £ 0.79 0.81 + 0.05 38.10 typ. mm

WWE3A 0.5 £ 0.062 0.218 + 0.031 0.032 + 0.002 1.500 typ. inches
12.70 £ 1.57 5.54 + 0.79 0.81 + 0.05 38.10 typ. mm

WWE4 0.7 £+ 0.062 0.27 + 0.031 0.036 + 0.002 1.500 typ. inches
17.78 + 1.57 6.86 + 0.79 0.91 + 0.05 38.10 typ. mm

WWF5 0.875 + 0.062 0.312 + 0.031 0.036 + 0.002 1.500 typ. inches
22.23 £ 1.57 7.92 £ 0.79 0.91 £ 0.05 38.10 typ. mm

WWE7 1 + 0.062 0.312 + 0.031 0.036 = 0.002 1.500 typ. inches
2540 + 1.57 7.92 + 0.79 0.91 + 0.05 38.10 typ. mm

WWF7B 1.2 £ 0.062 0.312 + 0.031 0.036 = 0.002 1.500 typ. inches
30.48 + 1.57 7.92 + 0.79 0.91 + 0.05 38.10 typ. mm

WWE10 1.78 £ 0.062 0.375 + 0.031 0.036 + 0.002 (2) 1.500 typ. inches
45.21 £ 1.57 9.53 + 0.79 0.91 £ 0.05 (2) 38.10 typ. mm

(1) See "Resistor Packaging Specification Document" for lead length dimension for tape and reel packaged product
(2) Available in 0.040" (1.02 mm)

How to Order

1 2 3 4 5 6 7 8 9 10
W W F 1 J T 1 0 K 0
| | |
|
I |
Product Series Size| Power Tolerance Code| Description Size Quantity Resistance Value
WWF General Purpose and H 0.6W Code| Tol WWFH, WWF1, WWF1A 2,500 Four characters with
Precision Fusing 1 1.2W J 5% WWEF2, WWF2A, WWF3, WWF4 2,000 the multiplier used as
1A | 1.5W T 11" reel tape WWEF3A 750 the decimal holder
2 2.5W WWEF5, WWF7, WWF7B 50 )
2A 3W WWEF10 250 0.1 ohm = R100
3 3.7W 8 Kohm = 8K00
3A AW 32 Kohm = 32K0
4 5W
5 6W
7 8.5W
7B IW
10 13W
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WWEF Series Stackpole Electronics, Inc.
General Purpose and Pre_cision Fusing Wirewound Resistor
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Legacy Part Number (before January 3", 2011):

Nominal
SEI Type Code Resistance Tolerance Packaging

- wwr f o f o« § 5% ¢ R |

Type Code Tolerance Types Qty Description Code
WWF H 5% WWF H, WWF 1, WWF 1A 2,500
1 WWEF 2, WWF 2A, WWF 3, WWF 4 2,000
1A WWF 3A 750 11" Flange R
2 WWEF 5 WWF 7, WWF 7B 500
2A WWEF 10 250
3
3A
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X-ON Electronics
Largest Supplier of Electrical and Electronic Components
Click to view similar products for stackpole manufacturer:

Other Similar products are found below :

CF14JB5K60 RC12JB3R30 KIT-RMCF0402FT-05 RSMF3JT2K70 TR50JBD10R0O KIT-RMCFO0603FT-03 CF12JT3M30
RNCPO805FTD1K10 RNCP1206FTD7K50 EWT225JB2K50 EWT225JB500R RNCPO805FTD301R KIT-RMCF0402FT-03 KIT-
RNCS0603BKE EWT50JB20K0 RMCF2512ZTOR00 RMCF2512FT4K02 EWT225JB30K0 EWT225JB50R0 EWT100JB1K00 KIT-
RMCFO0805FT-06 CB5JBSR00 RMCF2010JT33K0 RSF1JTR220 RNV 14FAL4AM70 CFM14JT180R EWT225JB2R00 EWT225JB100R
EWT50IJB1K00 RSF1JT33K0 CSRO603FKR250 RNCS1206BKEIMOO TR35JBL2R20 KIT-RMCF0201FT-06 RSMF3JT1R00 KIT-
RMCFO805FT-03 RMCF0201FT1K00 EWT225JB3R00 KIT-RMCF0201FT-05 EWT100JB5K00 RMCF1206FT33K0 RC14JB330R
RNCF0805BK C10K0 RNCF0805CKC10K0 KIT-CSR2010FT KIT-RMCF0805FT-04 RC1/4-12K-5%-TR KIT-RMCF0805JT-12
RMCF0805FT32K4 EWT100JB5R00



https://www.x-on.com.au/manufacturer/stackpole
https://www.x-on.com.au/mpn/stackpole/cf14jb5k60
https://www.x-on.com.au/mpn/stackpole/rc12jb3r30
https://www.x-on.com.au/mpn/stackpole/kitrmcf0402ft05
https://www.x-on.com.au/mpn/stackpole/rsmf3jt2k70
https://www.x-on.com.au/mpn/stackpole/tr50jbd10r0
https://www.x-on.com.au/mpn/stackpole/kitrmcf0603ft03
https://www.x-on.com.au/mpn/stackpole/cf12jt3m30
https://www.x-on.com.au/mpn/stackpole/rncp0805ftd1k10
https://www.x-on.com.au/mpn/stackpole/rncp1206ftd7k50
https://www.x-on.com.au/mpn/stackpole/ewt225jb2k50
https://www.x-on.com.au/mpn/stackpole/ewt225jb500r
https://www.x-on.com.au/mpn/stackpole/rncp0805ftd301r
https://www.x-on.com.au/mpn/stackpole/kitrmcf0402ft03
https://www.x-on.com.au/mpn/stackpole/kitrncs0603bke
https://www.x-on.com.au/mpn/stackpole/kitrncs0603bke
https://www.x-on.com.au/mpn/stackpole/ewt50jb20k0
https://www.x-on.com.au/mpn/stackpole/rmcf2512zt0r00
https://www.x-on.com.au/mpn/stackpole/rmcf2512ft4k02
https://www.x-on.com.au/mpn/stackpole/ewt225jb30k0
https://www.x-on.com.au/mpn/stackpole/ewt225jb50r0
https://www.x-on.com.au/mpn/stackpole/ewt100jb1k00
https://www.x-on.com.au/mpn/stackpole/kitrmcf0805ft06
https://www.x-on.com.au/mpn/stackpole/kitrmcf0805ft06
https://www.x-on.com.au/mpn/stackpole/cb5jb5r00
https://www.x-on.com.au/mpn/stackpole/rmcf2010jt33k0
https://www.x-on.com.au/mpn/stackpole/rsf1jtr220
https://www.x-on.com.au/mpn/stackpole/rnv14fal4m70
https://www.x-on.com.au/mpn/stackpole/cfm14jt180r
https://www.x-on.com.au/mpn/stackpole/ewt225jb2r00
https://www.x-on.com.au/mpn/stackpole/ewt225jb100r
https://www.x-on.com.au/mpn/stackpole/ewt50jb1k00
https://www.x-on.com.au/mpn/stackpole/rsf1jt33k0
https://www.x-on.com.au/mpn/stackpole/csr0603fkr250
https://www.x-on.com.au/mpn/stackpole/rncs1206bke1m00
https://www.x-on.com.au/mpn/stackpole/tr35jbl2r20
https://www.x-on.com.au/mpn/stackpole/kitrmcf0201ft06
https://www.x-on.com.au/mpn/stackpole/rsmf3jt1r00
https://www.x-on.com.au/mpn/stackpole/kitrmcf0805ft03
https://www.x-on.com.au/mpn/stackpole/kitrmcf0805ft03
https://www.x-on.com.au/mpn/stackpole/rmcf0201ft1k00
https://www.x-on.com.au/mpn/stackpole/ewt225jb3r00
https://www.x-on.com.au/mpn/stackpole/kitrmcf0201ft05
https://www.x-on.com.au/mpn/stackpole/ewt100jb5k00
https://www.x-on.com.au/mpn/stackpole/rmcf1206ft33k0
https://www.x-on.com.au/mpn/stackpole/rc14jb330r
https://www.x-on.com.au/mpn/stackpole/rncf0805bkc10k0
https://www.x-on.com.au/mpn/stackpole/rncf0805ckc10k0
https://www.x-on.com.au/mpn/stackpole/kitcsr2010ft
https://www.x-on.com.au/mpn/stackpole/kitrmcf0805ft04
https://www.x-on.com.au/mpn/stackpole/rc1412k5tr
https://www.x-on.com.au/mpn/stackpole/kitrmcf0805jt12
https://www.x-on.com.au/mpn/stackpole/rmcf0805ft32k4
https://www.x-on.com.au/mpn/stackpole/ewt100jb5r00

