
Dimensions: In.

Jumper Test Leads

Available from Mouser Electronics
1-800-346-6873

www.mouser.com
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SPECIFICATIONS
nickel plated steel

bare copper 0.18mm x 20 strands

O. D. 2.5mm ± 0.1mm   20AWG

included two alligator clips 30"± 1"

Body:

Lead wires:

PVC jacket:

Total length:

1.378

.472

1.969

.787

.157

Specifications are subject to change without notice. No liability or warranty implied by this information. Environmental compliance based on producer documentation.



X-ON Electronics
 
Authorized Distributor
 
Click to view similar products for Test Leads category:
 

PACC-MS005  6517-96  1370-12-2  STL120-III  3781-48-7  5749-48  5142-K-48  2886  6340 

EM1126-12-2#  

https://www.x-on.com.au/Category/Test-Leads
https://www.x-on.com.au/MPN/PACCMS005
https://www.x-on.com.au/MPN/651796
https://www.x-on.com.au/MPN/1370122
https://www.x-on.com.au/MPN/STL120III
https://www.x-on.com.au/MPN/3781487
https://www.x-on.com.au/MPN/574948
https://www.x-on.com.au/MPN/5142K48
https://www.x-on.com.au/MPN/2886
https://www.x-on.com.au/MPN/6340
https://www.x-on.com.au/MPN/EM1126122

