

- L-keys for hexagonal socket screws
- Hex-Plus allows socket head screws to live longer
- High corrosion protection thanks to chrome-plating
- L-keys are quickly to hand thanks to their size markings
- Wear-resistant clip material for enhanced durability

High quality L-key set for hexagonal socket screws in a practical clip fastener out of wear-resistant material, enabling secure storage of the L-keys as well as simple removal. L-keys with Hex-Plus profile: offers a larger contact surface within the screw head. This reduces the notching effects to a minimum and almost completely eliminates the risk of destroying the screw recess. The ball-end on the long arm allows for reliable working even in difficult installation situations. The precise chrome-plated design ensures high corrosion protection. The tools are quickly to hand thanks to the laser-engraved and thereby wear-resistant size markings on the L-keys.

## X-ON Electronics

Largest Supplier of Electrical and Electronic Components
Click to view similar products for wera manufacturer:
Other Similar products are found below :
$\underline{05006120001} \underline{05006154001} \underline{05073670001} \underline{05051021001} \underline{05056702001} \underline{05060053001} \underline{05059291001} \underline{05074750001} \underline{3160 \mathrm{I} / 7} \underline{8000 \mathrm{~A}} \underline{7460}$ 7451 ESD 30,0 NCM 7461 816 RA KRAFTFORM KOMPAKT ZYKLOP 1/4" 190I 3K SW 5,5 X 125 MM 932/6 367 TORX $7 \underline{028122}$ $\underline{05004350001} \underline{05004352001} \underline{167 I} 3 \mathrm{~K}$ TX 45 X $150 \mathrm{MM} 05004650001 \underline{05004660001} \underline{05004670001} \underline{05118062001} \underline{05013334001}$ $\underline{05074705001} \underline{8100 S A 4} 05004970001 \underline{05024466001} \underline{05024467001} \underline{05003881001} 05003970001 \underline{05003972001} \underline{05003973001} \underline{05075610001}$ $0501828200105133285001 \underline{05006451001} \underline{05006461001} \underline{05004203001} \underline{05004202001} 050042010010502009100105051016001 \underline{8767} 8790$
$\underline{4.5} \underline{87908.0} \underline{879014.0}$

