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PACKARD ELECTRIC DIVISION
GENERAL MOTORS CORPORATION
WARREN., OHIO
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PACKARD ELECTRIC DIVISION AND IS NOT
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QUT AUTHORITY OF PACKARD ELECTRIC

DIVISION.

3Ro0 A

4——4]9—-“
- 257
e ™ ‘
- .970
982
V\PSD dim
'
458
MAX
N I A
| I +
Lﬁm | 724 MAX
| ") L 585
(== DELPHI
|\Ss) ¢ >PP-< _ ¢
N J _ _

NOTES-I. ANGULAR TOLERANCE +£2°

O 2.(.090) X (.004) RAISED DELPHI CORPORATE BRAND TO BE LOCATED
ON ANY EXTERIOR SURFACE, PREFERABLY VISIBLE AT FINAL ASSEMBLY.
OPTIONAL CONSTRUCTION TO BE "PED" OR NO LOGO

O 3. MATERIAL RECYCLING CODE >PP< PER SAE J1344. (.090) X (.004) RAISED
CHARACTERS AS SHOWN TO BE LOCATED ON ANY EXTERIOR SURFACE.
OPTIONAL CONSTRUCTION TO BE NO MATERIAL RECYCLING CODE.
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30AU02| 01 |TAXI DWG CREATED FROM SEPARATE
' DWGS; ALL ACTIVE PARTS - ADDED
NOTES (2 PLCS) & REVISED MAT'L SPEC (229945

L

MO EEEEEY M0661010 - PP TerowN] R2 -
2065165 |OBSOLETE[M-661-001 (POLYPR.)| NAT. M -
2962759 |0BSOLETE | B=63783 (POLYPR)|GREEN| R1 -
2962758 |OBSOLETE|R-67551 " (POLYR)| RED. P1 -

O 2962551 M0661001 - PP NAT N2 -
PART NO. |STATUS | MATERIAL SPEC. [COLOR | REV N/P
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