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Leads:

Body:

Spring:

17 ± .50
(.669 ± .02)

+-

-+

+-

48.3 ± .50
(1.90 ± .02)

58 ± .50
(2.28 ± .02)

ø5.0±.20
(.20±.008)

150 ± 5
(5.91 ± .20)

130 ± 5
(5.91 ± .20)

BLACK

RED 4 ± 1
(.157 ± .04)

RED RIBBON

 10 ± .50
(.40 ± .02)

1.5 V

ø3.5±.20
(.138±.008)

Counter SinkHoles

2x1.8 ± .20
(.071 ± .008)

7.8 ± .50
(.276 ± .02)

2x15 ± .50
(.59 ± .02)

15 ± .30
(.59 ± .01)

15 ± .30
(.59 ± .01)

1.6 ± .10
(.063 ± .004)

.90 (.035)
.80 (.032)

1.7 ± .10
(.067 ± .004)

POLARITY PROTECTION
DEVICE DETAIL “A”

3 “AA” Battery Holder
with Leads and Ribbon 

EPD-200573

Date Last Revised:  07-01-15

SPECIFICATIONS
AWG#26

Black & Red 150mm ±5mm

Strip & Tin 4mm ±1mm 

PP Resin Black

0.7mm 65C Spring Steel Nickel Plated

Dimensions: mm (in.)

12BH331-R-GR

RoHS Compliant 


