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Pin:

Material:

Spring:

Color:

Battery Holder 3 "AAA"
PC Leads

12BH431-1P-GR

EPD-200931

Date Last Revised:  01-14-15

SPECIFICATIONS
Ø0.8 x 24mm

P.P. Resin

0.6mm Spring Steel Nickel Plated

Black

Dimensions: mm (in.)

1.5V

1.5V

23.9±.5
(.941±.02)

37.5±.5
(1.48±.02)

26.25±.3
(1.03±.012)

52.5±.5
(2.07±.02)

2xø3.5±.2
(.138±.008)

Holes

2xø4.7±.2
(.185±.008)
Counter Sink

Jumper Wire Black
AWG24

13±.5
(.512±.02)

14.6±.5
(.575±.02)

11.8±.3
(.465±.012) Pin

24
(.945)

ø.8
(ø.032)

ø2.5
(ø.098) ø4.1

(ø.161)

2±.2
(.079±.008) 6.5±.5

(.256±.02)
12±.5

(.472±.02)

2.4±.3
(.095±.012)

26.25±.3
(1.03±.012)

52.5±.5
(2.07±.02)

23.9±.5
(.941±.02)

37.5±.5
(1.48±.02)

12±.3
(.472±.012)

11.8±.3
(.465±.012)

23.9±.3
(.941±.012)

2xø3.5
(ø.138)

2xø1
(ø.04)

PCB/Mounting Layout

RoHS Compliant 


