
QuasarBrite™
 SMT 2-High LED PCB Indicators  

QuasarBrite™ 2-High LED PCB Indicators Combine Superior Light 
Performance, with Exceptional Unit Cost Savings
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Bene�ts:

Electronic Component Solutions

Direct replacement for the through-hole Industry-standard 2-high

Alternative technology Increased intensity of 50%

SMD assembly Assembly saving of up to 25%

Available in SMD 2-high, and right angle LEDs Unit cost savings of 50% or more (depending on volume)

Available in tape reel packaging Production line time savings

Available in all standard color combinations Available in single color and dual color
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PN
Emitted 

Color
Chip 

Material
Brightness 

Level
Peak Wavelength 

(nm) Lens Type Typ. Vf If (mA)
Typ. Intensity 

Output @ 20mA
SMF-LX240IID-TR Top - Red GaAsP Standard 635 Red Diffused 2.0 20 30

Bottom - Red GaAsP Standard 635 Red Diffused 2.0 20 30
SMF-LX240GGD-TR Top Green GaP Standard 565 Green Diffused 2.2 20 30

Bottom - 
Green

GaP Standard 565 Green Diffused 2.2 20 30

SMF-LX240IGD-TR Top - Red GaAsP Standard 635 Red Diffused 2.0 20 30
Bottom - 
Green

GaP Standard 565 Green Diffused 2.2 20 30

QuasarBrite™ SMF-LX240 Series

QuasarBrite™ SMT 2-High LED 
PCB Indicators
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Markets: Applications:

Telecommunications Routers

Industrial Controls Server Networks
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QuasarBrite SMT 2-High LED PCB Indicators Product Brochure  

The QuasarBrite™ SMT 2-High LED PCB Indicators serve in the Telecommunications 
and Industrial Controls markets.  
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Phone: 800-278-5666
Email: lmxsales@lumex.com


