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SPECIFICATIONS:
1. MATERIALS: 
     - PLASTIC INSERT & HOUSING: HIGH TEMPERATURE THERMOPLASTIC FLAMMABILITY RATING  UL94V-0   
DSM Stanyl, 30% BLACK 
     - FRONT METAL SHELL: ZINC ALLOY ZAMAK 3, NICKEL PLATE (B TYPE).
     - CONTACTS: PHOSPHORE BRONZE, 1.27 um GOLD PLATE ON MATING SURFACES, 1.27 um NICKEL MIN 
UNDERPLATE. 3.81 um MIN MATTE TIN ON CONTACT TAILS.
     - LATCH LOCK AND SPRING: SPRING STEEL, NICKEL PLATE.
     - EMI/RFI HOOD: BRASS, TIN PLATE
2. ELECTRICAL CHARACTERISTICS:
    - RATED VOLTAGE: 125 VAC
    - TYPICAL CONTACT RESISTANCE: 20 mOhm
    - INSULATION RESISTANCE: >500 MOhm
    - DIELECTRIC STRENGTH: 1000 VAC, 60 SECONDS
    - TRANSMISSION SPECIFICATION/CLASS: CLASS D, 10/100 BASE-T 
    - PoE+ COMPLIES WITH 802.3at Type 2 ( SEE PSE PINOUT ALTERNATIVE TABLE)
 
     

23.0
[.91]
MIN

o

l

o
m

H

0

C

Rm
p r

UE
02

A
h

oen
alS

EC

/592/

ant
ipl

ia
ust

A19.80
[.78]

19
.8

0
[.7

8]



X-ON Electronics
 
Largest Supplier of Electrical and Electronic Components
 
Click to view similar products for Modular Connectors / Ethernet Connectors category:
 
Click to view products by  Amphenol manufacturer:  
 
Other Similar products are found below :  

8949-H88/06BLKA/SN  74441-0010/BKN  MP1010RX-1000  MP44RX-1000  PHJ-4P4C-1-V-4  PHP-6P6C-5  GAX-3-66  GAX-8-62  GDCX-

PA-66-50  GDCX-PN-64  GDCX-PN-66  GDCX-PN-66-50  GDLX-A-66  GDLX-N-66  GDLX-S-66  GDLX-S-88K  GDTX-S-88-50  GDX-PA-

1010  GLX-N-1010M-BLK  GLX-S-88M-BLK  GMX-N-1010  GMX-S-1010  GMX-S-66  GMX-SMT4-N-88  GPX-2-64  GSGX-N-2-88 

GSGX-N-4-88  GSX-NS2-88-3.05-50  PT-108A-8C-UL  PT-J951-8C  PTS-J531-8CS-50UL  1-1775629-2  A-2014-0-4  GWLX-S-88-GR 

GWLX-S9-88-YG  DC-1021-8-WH-6  1300530003  1324640-4  RJ11FTVC2G  RJ11FTVC2N  RJFTVX2SA1G  132764-001  1413235 

MP88X-1000  MPS88RX-5000  MRJR-5481-0F2  E5288-S000K3-L  E5908-15A242-L  155302-001  AX100653  

https://www.x-on.com.au/category/connectors/modular-connectors-ethernet-connectors
https://www.x-on.com.au/manufacturer/amphenol
https://www.x-on.com.au/mpn/oupiin/8949h8806blkasn
https://www.x-on.com.au/mpn/molex/744410010bkn
https://www.x-on.com.au/mpn/kycon/mp1010rx1000
https://www.x-on.com.au/mpn/kycon/mp44rx1000
https://www.x-on.com.au/mpn/powerdynamics/phj4p4c1v4
https://www.x-on.com.au/mpn/powerdynamics/php6p6c5
https://www.x-on.com.au/mpn/kycon/gax366
https://www.x-on.com.au/mpn/kycon/gax862
https://www.x-on.com.au/mpn/kycon/gdcxpa6650
https://www.x-on.com.au/mpn/kycon/gdcxpa6650
https://www.x-on.com.au/mpn/kycon/gdcxpn64
https://www.x-on.com.au/mpn/kycon/gdcxpn66
https://www.x-on.com.au/mpn/kycon/gdcxpn6650
https://www.x-on.com.au/mpn/kycon/gdlxa66
https://www.x-on.com.au/mpn/kycon/gdlxn66
https://www.x-on.com.au/mpn/kycon/gdlxs66
https://www.x-on.com.au/mpn/kycon/gdlxs88k
https://www.x-on.com.au/mpn/kycon/gdtxs8850
https://www.x-on.com.au/mpn/kycon/gdxpa1010
https://www.x-on.com.au/mpn/kycon/gdxpa1010
https://www.x-on.com.au/mpn/kycon/glxn1010mblk
https://www.x-on.com.au/mpn/kycon/glxs88mblk
https://www.x-on.com.au/mpn/kycon/gmxn1010
https://www.x-on.com.au/mpn/kycon/gmxs1010
https://www.x-on.com.au/mpn/kycon/gmxs66
https://www.x-on.com.au/mpn/kycon/gmxsmt4n88
https://www.x-on.com.au/mpn/kycon/gpx264
https://www.x-on.com.au/mpn/kycon/gsgxn288
https://www.x-on.com.au/mpn/kycon/gsgxn488
https://www.x-on.com.au/mpn/kycon/gsxns28830550
https://www.x-on.com.au/mpn/panpacific/pt108a8cul
https://www.x-on.com.au/mpn/panpacific/ptj9518c
https://www.x-on.com.au/mpn/panpacific/ptsj5318cs50ul
https://www.x-on.com.au/mpn/teconnectivity/117756292
https://www.x-on.com.au/mpn/assmann/a201404
https://www.x-on.com.au/mpn/kycon/gwlxs88gr
https://www.x-on.com.au/mpn/kycon/gwlxs988yg
https://www.x-on.com.au/mpn/panpacific/dc10218wh6
https://www.x-on.com.au/mpn/molex/1300530003
https://www.x-on.com.au/mpn/teconnectivity/13246404
https://www.x-on.com.au/mpn/amphenol/rj11ftvc2g
https://www.x-on.com.au/mpn/amphenol/rj11ftvc2n
https://www.x-on.com.au/mpn/amphenol/rjftvx2sa1g
https://www.x-on.com.au/mpn/amphenol/132764001
https://www.x-on.com.au/mpn/phoenixcontact/1413235
https://www.x-on.com.au/mpn/kycon/mp88x1000
https://www.x-on.com.au/mpn/kycon/mps88rx5000
https://www.x-on.com.au/mpn/amphenol/mrjr54810f2
https://www.x-on.com.au/mpn/pulse/e5288s000k3l
https://www.x-on.com.au/mpn/pulse/e590815a242l
https://www.x-on.com.au/mpn/amphenol/155302001
https://www.x-on.com.au/mpn/belden/ax100653

