NEW PRODUCT BULLETIN

- Compact, Lightweight and Extremely Rugged
$\bullet \quad$ Operating Temperature Range $-40^{\circ} \mathrm{C}$ to $+105^{\circ} \mathrm{C}$
- Styled To Match CW 2000 Series Full Size Rocker Switches
- Easily Mounts Into a Rectangular Panel Opening

- Easily Mounts Into a Rectangular Panel Opening


## Panel Mount Indicator Lights

The GIL-2000 Series indicator lights are designed to fit into a 1.125in.X .550in. rectangular panel opening and can be easily mounted into the panel with no hardware or tools required. Standard lens colors are red, amber, or green and are rated for $14 \mathrm{~V}, 28 \mathrm{~V}, 125 \mathrm{~V}$ applications. Contact CW Industries for other options, colors, or custom requirements.

- Snap Fits into a 1.125in X .550in Rectangular Panel
- Incandescent and Neon Illumination
- Lamp Life 10,000 Hours Min.
- Polycarbonate Lens - UL94V2
- Black Nylon Housing - UL94V2
- Copper Terminal 0.250in x 0.032in

- Lead Free and RoHS Compliant

| CW Part Number | Rating | Bulb Type | Lens Color | Acceptable Panel Thickness |
| :---: | :---: | :---: | :---: | :---: |
| GIL-2000-2017 | 14V | Incandescent | Red | 0.025 in-0.180 in |
| GIL-2000-2018 | 28 V | Incandescent | Red | 0.025 in-0.180 in |
| GIL-2000-2019 | 125 V | Neon | Red | 0.025 in-0.180 in |
| GIL-2000-2020 | 14 V | Incandescent | Amber | 0.025 in-0.180 in |
| GIL-2000-2021 | 28 V | Incandescent | Amber | 0.025 in-0.180 in |
| GIL-2000-2022 | 125 V | Neon | Amber | 0.025 in-0.180 in |
| GIL-2000-2023 | 14 V | Incandescent | Green | 0.025 in-0.180 in |
| GIL-2000-2024 | 28 V | Incandescent | Green | 0.025 in-0.180 in |
| GIL-2000-2025 | 125 V | Neon | Green | 0.025 in-0.180 in |



## X-ON Electronics

Largest Supplier of Electrical and Electronic Components
Click to view similar products for Industrial Panel Mount Indicators / Switch Indicators category:
Click to view products by CW Industries manufacturer:
Other Similar products are found below :
LW1A-P1-GD LW1A-P1-W 01-931.3 01-152.025 73.362.4028.0 750-1520 90010A120 A0142N5 A3DT-500Y AL6M-LK3-R AL6M-P7P-A AOLQW-2B0600 AP1M255-A APD106LN-G APD106LN-S APN1126-G APS122DN-W ASLWLD-G ASLWLD-R ATN2100 AYLW4L-A 18-237.035 18-945 HW1A-L1-GD HW1A-P2-GL HW1X-BM411-R HW2A-L1-GL HWAZ1N-OB PA2100/2 PA2200/1 PA2SHIELD PAMR25 LA3P-1C03V-Y 96-923.5 A0244J2 LSPD-120A LSPD-1Y LSPD-6A LSPD-6DA LSPD-6DW LSPD-6DY LSPD6R LSPD-6W 18-946 AL6H-LK3-A AL6H-P4-JW AL6M-LK1-MG AP8M155-G APD106LN-W APN106L-O

