Technical Data Sheet

## Model 5916B <br> Medium Alligator Clip with Flex Boot for 4mm Banana Plugs



## Features

- Redesigned to meet IEC 61010-031, the latest international safety standard for test accessories.
- Medium alligator jaw grips onto test terminal up to 0.3 " (7.6mm) O.D.
- Flexible thermoplastic boot offers insulation protection.
- Alligator clip features a 4 mm sheathed safety jack which interfaces to Pomona's Models 5907A, 5908A and 5909A Flexible Test Leads, or any test leads with 4 mm sheathed connectors.


## Materials

Alligator Clip: Steel, nickel-plated
Jaw Insulation: Polypropylene
Boot: $\quad$ Santoprene ${ }^{\mathrm{TM}}$

## Ratings

IEC 61010-031, Pollution Degree 2, 2000 m altitude
Voltage: $\quad 1000$ V CAT II / 600 V CAT III
Temperature: $-20^{\circ} \mathrm{C}$ to $55^{\circ} \mathrm{C}\left(-4^{\circ} \mathrm{F}\right.$ to $\left.+131^{\circ} \mathrm{F}\right) 80 \%$ R.H.
Current: 10 amperes max.

## Ordering Information

Model: 5916B (Set of one Black, one Red Alligator Clips)
Medium Alligator Clips are also included in many Pomona DMM Test Lead Kits.

## X-ON Electronics

Largest Supplier of Electrical and Electronic Components
Click to view similar products for Test Clips category:
Click to view products by Pomona manufacturer:

Other Similar products are found below :
$010000 \underline{923743-16}$ BU-656-0 4140A 4324A TL820 TL822 $5116 \underline{5450} \underline{5216} 52525454 \underline{5694} \underline{923700} \underline{923698} \underline{\text { CR0060 }} \underline{3038} \underline{927739-20}$ 923743-14 $932146101 \underline{930318100} \underline{930126101}$ Z-SB3FA3250AAAB04001 Z-S11F0107G1000 Z-S11F0207B1520 Z-S11F0207B2030 ZS11F0207B15000 Z-SB3FA3226AAAB11001 Z-S11F0207B1010 923706930317800973889100972405100972405101 R999720600 9491 458-3 SK 201200278020 BU-65-B BU-21CPN-GZZZ PK-HVA-02 BU-25C-DZZZ BU-142-2 00425 R8-1A RED R8-54 BLACK R854 RED MA1SW MA260SH SW AX-CR-02-SET

