

Designed for a variety of space-limited feedback applications that require high accuracy. The BEI Sensors 9600 Series Linear Position Sensor is ideally suited for use where reliability in a harsh operating environment is a primary consideration.

Industrial, vehicular, appliance, machine tool and robotic applications benefit from the unit's high temperature stability. The solderable terminal tabs, suitable for use with . $110^{"}$ (2.8mm) PDQ styled crimped wiring lugs, and durable spring-loaded plunger, make installation and operation easy.

The 9600 Series is available in three standard sizes and provides excellent life at 1,000,000 full cycles ( 5 million dither cycles), which means high reliability in demanding installations.

## Specifications

| Model | 9605 | 9610 | 9615 |
| :---: | :---: | :---: | :---: |
| Part Number | 9605R1.7KL2.0 | 9610R3.4KL2.0 | 9615R5.1KL2.0 |
| Total Electrical Travel <br> (A) inches ( mm ) | 0.50 (12.7) | 1.00 (25.4) | 1.50 (38.1) |
| Total DC Resistance $\pm$ 25\% | 1.7K | 3.4K | 5.1K |
| Linearity Over Active Electrical Travel | $\pm 2 \%$ |  |  |
| Best Practical Linearity (Option) | $\pm 1.0 \%$ | $\pm 0.5 \%$ | $\pm 0.35 \%$ |
| Power Rating at $70^{\circ} \mathrm{C}$, Watts | 0.25 | 0.50 | 0.75 |
| Mechanical Travel $\pm .015( \pm 0.4)$ <br> (B) inches ( mm ) | 0.56 (14.2) | 1.06 (26.9) | 1.56 (39.6) |
| Housing Length $\pm .015$ ( $\pm 0.4$ ) <br> (C) inches (mm) | 1.06 (26.9) | 1.56 (39.6) | 2.06 (52.3) |
| Terminal Spacing <br> (D) inches (mm) <br> (E) inches ( mm ) | $\begin{aligned} & 0.30(7.6) \\ & 0.20(5.1) \\ & \hline \end{aligned}$ | $\begin{aligned} & 0.50(12.7) \\ & 0.50(12.7) \\ & \hline \end{aligned}$ | $\begin{aligned} & 0.80(20.3) \\ & 0.70(17.8) \\ & \hline \end{aligned}$ |
| Fully Extended Length $\pm .015( \pm 0.4)$ <br> ( F ) inches ( mm ) | 0.810 (20.6) | 1.310 (33.3) | 1.810 (46.0) |
| Mechanical Life | 1,000,000 Full Cycles; 5,000,000 Dither Cycles |  |  |
| Stop Strength oz. (Newtons) | 360 (100) |  |  |
| Actuation Force oz. (Newtons) | 14.4 (4.0) Maximum, supplied with internal spring to return actuator to extended position |  |  |
| Humidity | 95\% @ 380 ${ }^{\circ}$ |  |  |
| Vibration | 15 g 's 50 to 1,000Hz, 2 hrs, each axis |  |  |
| Shock | Up to 50g's |  |  |
| Temperature Limits | $-40^{\circ} \mathrm{C}$ to $+135^{\circ} \mathrm{C}$ |  |  |



## X-ON Electronics

Largest Supplier of Electrical and Electronic Components
Click to view similar products for Industrial Motion \& Position Sensors category:
Click to view products by SENSATA manufacturer:

Other Similar products are found below :
595002M9474 01071901 D02318603 70U1N048S104U FE-41164 G8652 G8744 GA1T040F103UA GA1T100F502UA-A GA2E056P102UA GA2G140F252UA-A GA2T044S103UA-B GPS8627 GS2T032F253BA GS4P048F503UC GS4T040F503UC GS8367B GS8819 9811405 JA3G032P501UA-A KJ5-M18MB60-AZS 27M226 $9810825 \underline{9870706}$ F07008036 SPSN048P202U F65118112 GA2G042F103UA GA2M028S102MC GA2M028S502RA GA2T056F502UA GH8810 25M921 GS8368B CM47070 CR121250 31M573 380000M8643 385500 M 9303 388037M6962 388281M9646 $388517025480039 \underline{388580038670069} \underline{388818078120022} \underline{388860073800031}$ 388C11M9548 388C24160090003 389504075810001389767001230861 389A85084750001

